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Profil dederleri teoriktir. A§irlik olarak teslimde yapilan tartim gecerlidir.
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Profil dederleri teoriktir. A§irlik olarak teslimde yapilan tartim gecerlidir. Profile values are theoretical pre-shipment weight will be valld.
Profil imalatlari TS EN 12020-2 ve TS EN ?755-9 tiéleransi, The tolerances of Profile manufacturing are calculated according to EN 12020-2

Moment degerleri EN 14024'e gére hesaplanmistir. and TS EN 755-9; moment values are calculated according to EN 14024,
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Profil dederleri teoriktir. A§irlik olarak teslimde yapilan tartim gecerlidir. Profile values are theoretical pre-shipment weight will be valld.
Profil imalatlari TS EN 12020-2 ve TS EN ?755-9 tiéleransi, The tolerances of Profile manufacturing are calculated according to EN 12020-2

Moment degerleri EN 14024'e gére hesaplanmistir. and TS EN 755-9; moment values are calculated according to EN 14024,
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DUVARDAN CAMA GEGISLER.
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kod sekil tanim teorik agrlk || paket agirlg || paket metraj kullanim yeri

code drawing description teoretical weight || package weight || in one package aplication
g/ m kg / package || metre / package

Profil dederleri teoriktir. A§irlik olarak teslimde yapilan tartim gecerlidir. Profile values are theoretical pre-shipment weight will be valld.
Profil imalatlari TS EN 12020-2 ve TS EN ?755-9 tiéleransi, The tolerances of Profile manufacturing are calculated according to EN 12020-2
Moment degerleri EN 14024’'e gtre hesaplanmistir. and TS EN 755-9; moment values are calculated according to EN 14024.
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